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A loaded Moxy dump truck was travelling 
from the extraction area to the mobile 
crushing surge pile.  
 
While driving along the haul road, the 
operator moved to the right-hand side to 
avoid potholes. This manoeuvre caused 
the truck’s wheels to enter the swale 
causing the truck to slide.  
 
While attempting to correct the course, 
the operator overcorrected, causing the 
dump truck tray to slide out and roll over 
on the right side. 

   

Safety Alert 
Let’s work together to keep ourselves and our workers safe. 

You need to ensure that: 

1. Haul roads are maintained, and 
potholes are repaired to assist 
traction for heavy vehicles. 

2. Haul road design, including 
camber and gradient, takes into 
account the types of heavy 
vehicles being used on them. 
 

3. Driver training includes driving in 
all situations, locations, and 
conditions foreseeable at the site. 

 

Know of an incident or near miss? Please share the learnings with us. 
 

 MinEx statistics on incidents with 
the potential to cause harm over 
the past 8 years show 29% of 
incidents (2,081 incidents) involve 
vehicles of which 1,025 involve loss 
of control of a vehicle. 

 

13 March 2026 

mailto:office@minex.org.nz
http://www.minex.org.nz/
https://minex.org.nz/safety-alerts-stats/incident-statistics/MinEx-H&S-Statistics-Report.pdf

